LONESTAR

10/100/1000Base-T ports
1000Base-X SFP ports
PoE ports
Max. PoE budget
Switching capacity
Forwarding rate
MAC address table
VLAN
Dimensions (W x D x H)
Weight (With package)
Loop prevention
Flow control
Port isolation
Broadcast storm suppression
Cloud management
Power consumption
Power supply
Fan
Port surge
Operating temperature
Operating humidity
MTBF

Warranty

RG-ES205GC-P

o4W

10 Gbps

.44 Mpps

2000

16

148 mm X 78 mm X 26 mm

09 kg

@

O 0 00

= BOW

o4V DC adapter, 1.1A

o

4KV
0°C to 40°C
10% to 90% RH
> 200,000

3 Years

RG-ES205GC

10 Gbps

7.44 Mpps

2000

16

119 mm x 75 mm x 24 mm

0.36 kg

oV DC adapter, 1A
4 KV
0°C to 40°C
10% to 90% RH
= 200,000

3 Years

10003

RG-ES206GC-P

54W
12 Gbps
8.93 Mpps
2000
16
148 mm x 78 mm x 26 mm

0.79 kg

@

O 0 00

= 60W
54V DC adapter, 1.1A
X
4 kV
0°C to 40°C
10% to 90% RH
> 200,000

3 Years

RG-ES208GC

o
X
o

16 Gbps
11.90 Mpps
4000

16

160 mm x 75 mm x 24 mm

0.49 kg

oV DC adapter, 1A
4 KV
0°C to 40°C
10% to 90% RH
= 200,000

3 Years
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RG-ES209GC-P

120W

18 Gbps

13.39 Mpps

4000

16

202 mm x 108 mm x 28 mm

1.3 kg

o
&

= 130W

54V DC adapter, 2 4A

D

4kV
0°C to 40°C
10% to 90% RH
> 200,000

3 Years

RG-ES210GC-LP

10

70w
20 Gbps
14 88 Mpps
4000

16

202 mm x 108 mm x 28 mm

1.38 kg

2

O 0 00

= 80W
o4V DC adapter, 1.5A
X
4 kV
0°C to 40°C
10% to 90% RH
= 200,000

3 Years

RG-ES216GC

16

o
%
o

32 Gbps
23.81 Mpps
8000

16

440 mm x 165 mm x 44 mm

2.7 kg

&
&

= 12W

100 - 240V AC, BA

O

4KV
0°C to 40°C
10% to 90% RH
> 200,000

3 Years

RG-ES5218GC-P

16

16

240W

36 Gbps

26.78 Mpps

8000

16

300 mm x 230 mm x 43.6 mm

35kg

v

O 000

= 280W

100 - 240V AC, 6A

Built-in, lower than 25 °C stop
running

4 kV

0°Cto 40°C

10% to 90% RH

> 200,000

3 Years

RG-ES224GC

24

o
<
o

48 Gbps
35.71 Mpps
8000

16

440 mm x 165 mm x 44 mm

2 8kg

@
@

= 14W

100 - 240V AC, 0.6A

o

4kV
0°C to 40°C
10% to 90% RH
> 200,000

3 Years

RG-ES226GC-P

24

24

370W

52 Gbps

38.69 Mpps

8000

16

440 mm x 289 mm x 43.6 mm

42 kg

@

O 0 00

= 443W

100 - 240V AC, BA

Built-in, lower than 25 °C stop
running

4 kV

0°C to 40°C

10% to 90% RH

> 200,000

3 Years



